
BEAUTIFUL PROSPECTS FOR YOUR FUTURE

Kömmerling 76 centre seal



VIEWS  
WITH A 
PROFILE
Successful prospects,  
right from the start 
 
High-quality solutions tailored to customer needs: This 
has been precisely the Kömmerling vision from the very 
beginning. Even when Karl Kömmerling founded the 
company in 1897, he focused on high standards, advanced 
technologies and tailored products. Kömmerling continues 
to follow this recipe for success. Initially, adhesives and 
synthetic rubber were produced, and in 1957 plastic roller 
shutters were added.

WINDOWS THAT BRING A NEW PERSPECTIVE

1967 marked another milestone for today's activities. 
That's when Kömmerling started producing high-quality 
window profiles made of PVC-U. This ultimately led to 
the development of a comprehensive range of window 
and door systems. Every Kömmerling product benefits 
from decades of experience, continuous research and 
development, modern technologies and extensive testing. 
The result is well-designed solutions that combine different 
requirements for modern windows and doors. This makes 
every single product a true Kömmerling. Perfect for 
discovering new perspectives and looking ahead.
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SHINE LIKE  
THE SUN
Light is exhilarating, motivating, inspiring. Wouldn't it be nice  
if we could savour this effect as often as possible?

The Kömmerling 76 centre seal system is ideal for this. Its profile 
construction enables windows and doors with large glazed areas 
and slim profile sightlines. This allows plenty of daylight to enter the 
room and contribute to a bright, welcoming atmosphere.

Despite the large glazed areas, Kömmerling 76 centre seal solutions 
are designed for stability. The profile construction enables generous 
glazed areas while offering a wide range of options for different 
types of glazing and functional glass.

In other words: with Kömmerling 76 centre seal windows and doors, 
you can bring more daylight into your rooms and create an open, 
light-filled living environment.

AT A GLANCE

	> The profile construction supports the stability of the window

	> Slim profile sight lines allow for generous glazed areas and high 
levels of natural light

	> Large glazed areas enable the use of solar heat gains
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ENJOY THE SUNNY 
SIDE OF LIFE 
With Kömmerling 76 centre seal, you benefit from good thermal 
insulation properties and a wide range of glazing options. The 
combination of the profile construction and modern thermal insulation 
glazing supports the thermal insulation of the window. This can help to 
reduce energy demand and associated heating costs.

INTELLIGENT TECHNOLOGY ALL AROUND

Thermal insulation depends on the interaction of various components: 
the PVC-U profile, the insulating glass unit with edge seal and the 
professionally installed connections to the building structure. These 
factors are taken into account in the design of the window system.

Kömmerling 76 centre seal can also be equipped with the AluClip Pro 
aluminium functional cover. In this configuration, the aluminium functional 
cover assumes the structural function of the steel reinforcement normally 
used in the sash profile, allowing the steel reinforcement in the sash 
profile to be omitted.

GLAZING WITH POWER

Kömmerling 76 centre seal elements can accommodate glazing or infill 
panels from 4 to 56 mm thick. This provides a wide range of options for 
modern triple glazing and special functional glass. Generous glazed 
areas allow plenty of solar heat to enter. For sunny prospects all round!

	> Centre seal system with thermal 
insulation and 76 mm installation depth 
Uf value up to 1.0 W/(m²K) already 
included in the standard

	> Large range of glazing variants up to 
56 mm provide the basis for modern 
triple glazing or special functional 
glazing

	> The use of solar heat gains can help to 
save energy and reduce heating costs
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LIVE SAFELY,  
SLEEP PEACEFULLY
SAFETY IN SIGHT

Invitingly beautiful windows, balcony and terrace doors also attract 
unwanted guests. But you can put a stop to these. Thanks to our 
clever design, Kömmerling 76 centre seal windows and doors can be 
effortlessly fitted with burglar-resistant hardware and safety glass. This 
thwarts burglars because you make it more difficult for them to lever 
open windows or knock in panes. And you can sit back and relax.

	> For windows and doors up to resistance class RC 2 (MC 2)

	> Designed for burglar-resistant hardware
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You probably notice it yourself every day: 
a quiet environment contributes to a pleasant 
living atmosphere. Kömmerling 76 centre seal 
windows can help to reduce outside noise through 
the combination of sealing technology and 
suitable sound insulation glazing. Depending on 
the configuration, the level of sound insulation 
can therefore be specifically adapted to the 
requirements of the respective living situation.

	> Use of sound-insulating panes possible

	> Sound insulation up to 47 dB, depending 
on the configuration

SOUND INSULATION   
FOR PEACE AND QUIET 
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ALL 
AROUND  
A CLASS OF 
ITS OWN
We all want a home where we can feel 
comfortable today and in the future. It is good 
to know that windows and doors can combine 
different requirements. The Kömmerling 76 centre 
seal system offers a wide range of options for this.

It combines good thermal insulation properties 
with a classic, timeless design, a high level 
of operating and living comfort, and flexible 
application options. A variety of configuration 
and design options also allows windows and 
doors to be individually adapted to specific 
requirements. 

Improved designs
Slender PVC-U profiles allow for large 
glazed areas. In addition, there is a wide 
colour variety thanks high-quality foiling 
in  plain or metallic colours as well as wood 
grain, though aluminium shells or using the 
proCoverTec surface technology. 

Improved thermal 
insulation
Even in the standard version, Kömmerling 
76 centre seal offers good thermal 
insulation properties with a Uf value 
down to 1.0 W/(m²K).

Improved security
The PVC-U profiles can be reinforced with 
security hardware and additional burglar-
resistant measures without any problems.

Improved ventilation
A well-designed ventilation programme 
supports air exchange and contributes to 
a pleasant indoor climate.

Improved lasting value
The high quality of the components and 
robust, easy-care PVC-U profiles support 
the long-lasting use of windows and doors.

Improved sound  
insulation
Combined with high-quality sound-insula-
ting panes, the Kömmerling 76 centre seal 
system offers good noise protection  
of up to 47 dB.

Improved handling ease
The innovative fittings technology makes 
opening and closing the windows and 
doors effortless.

Improved easy care
The surfaces of the PVC-U profiles are 
weather resistant and easy to clean.

Improved stability
Steel reinforcements support the stability 
of the window construction. In the AluClip 
Pro version, the aluminium functional cover 
assumes the structural function of the steel 
reinforcement normally used in the sash 
profile.

AT A GLANCE
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A PLEASANT INDOOR 
CLIMATE THANKS 
TO WELL-DESIGNED 
TECHNOLOGIES
Kömmerling 76 centre seal combines modern technologies with a flexible modular system. 
This allows different window solutions to be implemented and adapted to a variety of 
requirements.

SLENDER DIMENSIONS, QUICK INSTALLATION

Slim profile sight lines allow for generous glazed areas and the use of modern glazing. With 
suitable fixing options, Kömmerling 76 centre seal elements can be installed professionally. 
The system can also be used for the replacement of existing windows.

�HIGH THERMAL INSULATION VALUE 
Even in the standard version, Kömmerling 76 
centre seal achieves a Uf value down to 
1.0 W/(m²K).

�HIGH DIMENSIONAL STABILITY  
Cleverly designed contact points keep the steel 
reinforcement in the correct position.

WELL-DESIGNED CHAMBER CONSTRUCTION 
The chamber geometry of the PVC-U profiles 
is designed to meet thermal insulation and 
stability requirements. The construction 
supports the dimensional stability of the profile 
and allows the use of different types of glazing. 

�SAFE FUNCTIONALITY 
Kömmerling 76 centre seal can take a lot thanks 
to its intelligent features. The load-bearing 
hardware is screwed through several profile 
walls. Furthermore, there is additional thickness 
due to special bolting cams in the main load 
zones.

�WIDE RANGE OF GLAZING VARIANTS 
Kömmerling 76 centre seal allows the use of 
glazing or infill panels from 4 to 56 mm thick. 
This provides a wide range of options for 
triple glazing and special functional glass, for 
example for thermal insulation, sound insulation 
or security.

FLEXIBLE, CLEAN INSTALLATION 
Depending on the installation situation, 
Kömmerling 76 centre seal windows and doors 
can be fixed using installation dowels through 
the steel reinforcement, conventional fixing 
anchors or a special fixing chamber in the 
PVC-U profile. This provides different fixing 
options for professional installation.

	� A GREAT DEAL OF DESIGN 
FREEDOM 
Let your imagination run free. 
A wide range of foils, aluminium 
claddings and Kömmerling 
AcrylColor offer a variety of 
options for individual design.
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EVEN MORE COMFORT

A well-designed concept: The ventilation mechanism of Kömmerling 76 centre seal 
ClimaTec is concealed within the outer frame, making it virtually invisible. The self-
regulating ventilation system supports controlled air exchange when the window is 
closed, without manual ventilation or a power supply. 

FOR A PLEASANT INDOOR CLIMATE

Kömmerling 76 centre seal ClimaTec supports controlled air exchange and can 
help to reduce high indoor humidity and the associated risk of mould formation. 
The automatic wind pressure adjustment regulates the airflow according to the 
prevailing pressure conditions. In addition, the ventilation system has been tested for 
watertightness and air permeability in accordance with DIN and EU standards and 
enables ventilation in accordance with DIN 1946-6.

Installation 
fan Sound test values in dB* Passage of air in m3/h

ClimaTec A B C 2 
pairs

4 
pairs

5 
pairs

7 
pairs

8 
pairs

250/200 37 41 41 3 4 5 6 6

300/250 37 41 40 3 5 5 7 7

350/300 37 39 39 4 5 6 7 8

350/350 34 37 37 5 7 8 9 10

400/350 34 36 35 5 8 9 10 11

400/400 32 33 33 6 9 10 12 12

1 fan 38 43 43 2 3 4 5 5

*Pane structure:     A) 6/16/4/14/4 (36–37 dB)     B) 8 composite security glass SI/12/6/12/8 composite security glass SI (45 dB)      

  C) 12 composite security glass SI/20/8/20 composite security glass SI (48 dB)

AND BREATHE
Kömmerling 76 centre seal 
ClimaTec

Our living spaces are well insulated today. This makes sufficient 
air exchange all the more important, as persistently high humidi-
ty can promote the formation of mould.

ClimaTec from Kömmerling supports controlled air exchange 
even when the window is closed. The self-regulating ventilation 
system responds to the prevailing pressure conditions and requi-
res no active operation. Integrated into the outer frame, Clima-
Tec is barely visible from either inside or outside.

	> Self-regulating, easy-to-clean  
ventilation system

	> Helps to reduce high humidity and the 
risk of mould formation

	> Ensures a controlled supply of fresh air

	> Protects against insects thanks to  
integrated ventilation grille

	> Almost invisible from the inside and outside,  
as Kömmerling 76 centre seal ClimaTec is concealed 
in the outer frame

	> Automatic wind pressure regulation

	> Tested sound insulation up to 43 dB (SSK4)

	> Tightness against driving rain and passage of air  
as per DIN and EU standards

	> Ventilation as per DIN 1946-6
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LIVING COMFORT 
WITH WELL-DESIGNED 
VENTILATION
Kömmerling 76 centre seal ClimaTec Plus 
 
The self-regulating Kömmerling 76 centre seal ClimaTec Plus window rebate ventilators support 
controlled air exchange even when the window is closed, without the need for manual ventilation. 
The ventilators are integrated into the window rebate and are virtually invisible when the window 
is closed. They are available in light grey and black.

WORTH KNOWING FOR PLANNERS AND ARCHITECTS

	> Window rebate ventilators replace the sash overlap seal and are mounted in the upper  
area of the window sash.

	> The number of ventilators, up to three, depends on the required airflow and level of sound 
insulation.

	> Air flows via the window rebate, the space between window sash and outer frame. The outer 
frame seal is replaced with replacement seals in certain places. This allows the air to flow 
into the window rebate due to pressure differences and further into the room interior via 
ClimaTec Plus.

	> In the upper section, the centre seal is notched out over the length of the ventilator. 
The flexure hinge technology of the regulating flaps enables precise regulation of the 
airflow and limits it under high wind loads.

ClimaTec Plus Variant 1 
single

Variant 2 
double

Variant 3 
triple

Variant 4 
single 

acoustic

Variant 5 
double 

acoustic

Variant 6 
triple 

acoustic

Test report no. 8_001463_PR13 (see GAS: 18_001463_PR14)
(Pa) Air m3/h

Air volume flows

2 2.2 4.5 5.4 2 3.1 3.3
3 2.8 5.5 6.7 2.5 3.9 4.2
4 3.3 6.4 7.8 3 4.6 5
5 3.7 7.2 8.8 3.4 5.2 5.8
7 4.5 8.6 10.6 4.1 6.3 7.1
8 4.8 9.3 11.4 4.4 6.8 7.7
10 5.8 10.4 12.8 5 7.8 8.8

Tightness against driving rain Class
A 9A 8A 5A 6A 7A 4A
Pane structure
(Window value without fan in dB)

Airborne sound insulation/test value in dB

4-16-4 (24 mm/34 dB) 34 31 29 34 33 32
8-16-4 (28 mm/39 dB) 38 33 31 38 36 35
12 SI-20-8-SI (40 mm/47 dB) 42 34 32 45 39 37
8-12-4-12-4 (40 mm/40 dB) 39 33 32 40 37 36
10-14-4-14-6 (48 mm/42 dB) 40 33 32 41 37 36

	> Automatic regulation of the air supply

	> When the window is closed, the ventilators 
are virtually invisible.

	> For new windows or for retrofitting existing 
windows

	> Regulation of the airflow to help reduce 
draughts.

	> Can be installed independently of hardware, 
as they are mounted across the top

	> Helps to reduce high humidity and the risk of 
mould formation.

	> Tested sound insulation up to 45 dB

	> Low space requirement thanks to compact 
design with precise flow control technology

	> Ventilation as per DIN 1946-6 and DIN 18017-3
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COLOURFUL DIVERSITY, 
GREAT EFFECT

WOOD GRAIN LAMINATION

Woodgrain foils combine the 
appearance of wood with the easy-care 
properties of PVC-U profiles. A variety of 
wood decors allows for individual design 
to suit the building and personal style. 
The surfaces are easy to care for and do 
not require regular painting like timber 
surfaces.

ELEGANT WHITE

White is the classic choice. 
Kömmerling 76 centre seal windows 
feature a timeless appearance and 
a smooth surface. The PVC-U 
profiles are weather-resistant and 
easy to care for. This helps the 
surface retain its attractive 
appearance for a long time while 
remaining easy to clean.

LAMINATION IN PLAIN  
COLOURS

Bold red, soft blue or elegant dark 
grey: foiled surfaces offer 
numerous options for individual 
window design. You can choose 
from solid colours with a smooth 
or textured finish, as well as metallic 
colours. Some solid colours can be 
combined with white variants. The 
foiled surfaces are weather-resis-
tant and easy to clean.

Windows and doors give a building its character. The colour of the 
PVC-U profiles, materials, shapes and sizes offer a wide range of 
options for giving a building or home an individual look. 

Kömmerling 76 centre seal offers a wide range of design options for 
both new builds and renovation projects. From understated shades 
to more expressive solutions, a wide selection of colours and surface 
finishes is available.
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VARIOUS OPTIONS FOR 
DESIGN AND FUNCTION

With Kömmerling 76 centre seal, PVC-U and aluminium 
combine different material properties. The PVC-U 
core supports the thermal and sound insulation as 
well as the functionality of the window. Aluminium 
claddings extend the design options and give the 
exterior a high-quality aluminium appearance.

Aluminium is weather-resistant and offers a wide ran-
ge of colour options. Different surface finishes, such 
as anodised and powder-coated finishes, allow the 
exterior to be individually adapted to the architecture 
of the building.

In this way, Kömmerling 76 centre seal combines the 
functional properties of the PVC-U profile with the 
design options offered by an aluminium cladding.

PVC-U AND 
ALUMINIUM: 
A STRONG DUO

AddOn

AddOn extends the window  
system with optional privacy and 
solar shading, protected between the 
panes of glass. This protects it from 
the weather and dirt while allowing 
flexible control of natural light and 
privacy. The additional pane of glass 
can reduce heat loss and improve 
sound insulation.

AluClip Plus

AluClip Plus offers a modern, 
angular appearance and a freely 
combinable range of aluminium 
claddings. Different cover shell 
variants can be flexibly adapted 
to suit the respective building 
situation.

AluClip

The AluClip version combines 
PVC-U profiles with an aluminium 
cladding. This combines the 
thermal insulation properties of 
the PVC-U system with a modern 
aluminium appearance and a wide 
range of colour and surface finish 
options.

AluClip Pro

With AluClip Pro, the aluminium 
functional cladding assumes the 
structural function of the steel 
reinforcement normally used in the 
sash profile. This means that the steel 
reinforcement in the sash can be 
omitted.
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Kömmerling AcrylColor
Kömmerling AcrylColor combines vibrant colours with a 
durable surface. Using a thermal process, a uniform coloured 
layer of PMMA (polymethyl methacrylate) is permanently 
bonded to the plastic profile. This creates a surface with high 
colour brilliance and resistance to weathering.

As well as its modern appearance, Kömmerling AcrylColor 
offers a wide range of options for the customisation of 
windows and doors.

PAINTS WITH 
PROTECTIVE 
PROPERTIES

Colour fastness
The AcrylColor surface is characterised by
high colour brilliance and colour fastness.

Low-maintenance
The silky-matt, smooth AcrylColor surface
is stain-resistant and easy to clean.

Versatile
The Kömmerling 76 window system forms the basis
with a centre seal. Kömmerling AcrylColor is also 
available as a front door and a lift-and-slide door.
Sash heights of up to 2.50 m are possible.

Heat-resistant
The special pigmentation reflects some of the
sun’s rays and helps to reduce the heating of 
the surface.

Material recycling
AcrylColor profiles are ground down and recycled 
at our own recycling centre. The recycled material 
is 100 per cent reused in production.

Weather-resistant
The AcrylColor surface offers high resistance 
to the effects of the weather.

Durable
The AcrylColor surface is characterised by
high durability. Minor damage can, depending 
on its severity, be repaired.

Flexible
The Kömmerling AcrylColor product range 
includes not only a wide range of colours, 
but also a wide variety of shapes – from angular
to slanted to curved.
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AS FLEXIBLE AS 
YOUR LIFE
Residential doors in the same look
Functionality, a consistent appearance throughout the home and individual 
design options – this is what our Kömmerling 76 centre seal window system 
offers. To match, entrance doors from the Kömmerling 76 double seal 
system can be designed with a coordinated appearance. 

SAFE AND DECORATIVE

Just like windows, entrance doors also shape 
the character of a home. Functionality and 
comfort are equally important. Entrance 
doors with Kömmerling 76 double seal can 
be coordinated with the windows in terms of 
design and offer a wide range of options for 
creating a harmonious overall appearance. 
A variety of surface textures and colours as 
well as modern functional glass are available. 
Depending on the configuration, burglar-
resistant solutions up to RC 2 are also possible. 
Glass with LED effect lighting or decorative 
glazing can also be used. In addition, an 
extensive range of ready-made infill panels 
from renowned manufacturers is available.

AT A GLANCE

	> Broad product diversity: House, balcony and 
terrace doors, parallel sliding-tilting doors

	> High burglary protection up to  
resistance class RC 2 (MC 2)

	> Steel reinforcement and welded corner 
connectors for high stability

	> Maximum sash sizes: 
Single-leaf residential door 1200 x 2400 mm 
Double-leaf residential door 1000 x 2400 mm

	> Use of special functional glazing or commercially 
available residential door panelling up to 52 mm 
thickness

	> High level of tightness thanks to double  
sealing for thresholds

	> Protection against driving rain and wind

	> High thermal insulation with a Uf value down to 
1.2 W/(m²K).

	> Wide range of designs: PVC white, laminates in 
plain and metallic colours, smooth or grained, 
laminates in wood textures, AluClip aluminium 
cladding, AluClip Plus, Kömmerling ArcylColor 
and available for residential doors in System 76 
Double seal
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THINKING 
ABOUT 
TOMORROW 
TODAY
The development of Kömmerling 76 centre seal focuses on functionality, 
thermal insulation and the considered use of materials. With a Uf value down 
to 1.0 W/(m²K), the system provides good conditions for thermally insulating 
window and door solutions. A variety of configuration and design options 
allows individual adaptation to specific requirements.

MATERIALS IN THE CYCLE

In the production of Kömmerling PVC-U profiles, recycled material from 
suitable PVC material streams is used alongside virgin material. Suitable 
PVC components from old windows can be processed and reused in the 
production of PVC-U profiles.

	> Optimised use of materials 
within the profile construction

	> Use of recycled material and 
reuse of PVC from suitable old 
windows

	> Thermal insulation: Uf value 
down to 1.0 W/(m²K), depen-
ding on the configuration
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	> Thermal insulation with a Uf value down to 1.0 W/(m²K) can help to save energy 
and reduce heating costs

	> Sound insulation up to 47 dB, depending on the configuration

	> Burglar-resistant solutions up to resistance class RC 2 possible

	> Easy to care for thanks to weather-resistant and easy-to-clean surfaces

	> High-quality components for robust window and door solutions designed for 
long-lasting functionality

	> High level of operating comfort thanks to modern hardware technology

	>  Use of recycled material and recycling of PVC from suitable old windows

COME ON IN –  
WELCOME TO 
A BEAUTIFUL 
FUTURE
Visions only come to life through action. Kömmerling 76 centre seal 
offers a wide range of options for exactly this, whether you are building 
or renovating. The window and door system combines good thermal 
insulation properties with a high level of functionality, a wide range of 
design options and a high level of living comfort.

Kömmerling 76 centre seal supports the thermal insulation of the 
building and can help to save energy and reduce associated heating 
costs. Different configuration options also allow windows and doors to 
be adapted to individual requirements in terms of design, comfort and 
security.

The result is versatile window and door solutions offering a wide range of 
options for both new builds and renovation projects.
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