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MORE
SUNLIGHT,
MORE WARMTH

Clever solutions for
abundant light entry

You can feel for yourself, day after day, just how good
sunlight is. It creates a pleasant atmosphere and brings
natural light into your home. With the Kémmerling 76 double
sedal you can create large glass surfaces to achieve this.

The profile design allows for windows and doors with large
glass areas while ensuring the necessary structural integrity.
In addition, modern functional glass types, such as solar
control glass, can be used. Slim profile profiles and large
glass surfaces allow for ample daylight to enter and can-
depending on orientation, glazing, and building conditions-
help maximize solar heat gain.

AT AGLANCE

> The intelligent profile design increases
window stability

> Slim profile designs allow plenty of light to enter

> Large glass surfaces can help to increase solar heat gains




HEAT COMES IN, BUT
DOESN'T ESCAPE

Window and door solutions
that give you a warm glow

Effective thermal insulation plays a key role in modern windows and doors. The
Kémmerling 76 double seal features a high-performance profile design and can be
combined with thermal insulation glazing. In this way, the system helps reduce heat
loss through windows and doors.

At the same time, generous glass areas allow plenty of daylight to enter and can help
maximize solar heat gain. Thus, the Kbmmerling 76 double seal combines thermal
insulation with a modern, light-oriented design.

Already in its standard version, the Kdmmerling 76 double seal offers
good thermal insulation properties. When combined with the AluClip
Pro aluminum functional profile, the standard steel reinforcement
in the sash can be omitted. This further improves the thermal
insulation of the sash profile.

The Kémmerling 76 double seal window and door system can
accommodate triple glazing or special functional glazing

up to 52 mm thick. This can help to reduce heat loss

whilst allowing plenty of light to enter.
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PEACEFUL SLEEP,
RELAXED LIVING
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Kommerling®

AVOID NOISE

With sound insulation

Imagine this: You’re lying on the sofa, enjoying the peace
and quiet. The windows and doors of the Kémmerling

76 double seal system can play a major role in making
this possible. When combined with appropriate acous-
tic glass, this sealing technology helps reduce outside
noise, ensuring a quieter and more comfortable living
environment indoors.

AT A GLANCE
> Use of sound-insulating panes possible

> Sound insulation of up to 47 dB thanks to proven seals
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THE WINDOW
THAT CAN
SIMPLY DO
MORE

Kommerling 76 double seal for
a wide range of perspectives

Think about tomorrow today: The Kbmmerling 76 double seal
offers versatile options for modern windows and doors.

The system combines excellent thermal insulation with
well-thought-out functionality, a wide range of design
options, and a high level of living comfort.

Thanks to their robust construction and proven technologies,
Kémmerling 76 double seal windows and doors are designed
for long-lasting use. At the same time, a variety of glazing
options and configuration variants are available, allowing
windows and doors to be adapted to different requirements.

In short: comfort, functionality, and design freedom all in one.




CAREFULLY CONSIDERED
DOWN TO THE SMALLEST

DETAIL

Kommerling 76 double seal

Individual. User-friendly. Clever.

Proven technologies for PVC-U windows - the Kémmerling 76 double seal incorporates all of these.
This includes, for example, the well-established modular design. This allows you to create windows
and doors that meet your individual requirements. The design, with its slim profile sections, allows
plenty of natural light to enter and provides space for modern triple-glazed units with insulating
glass. Thanks to a range of fixing options, the windows can be installed professionally and with
minimal effort. This also makes it easy to replace old windows with Kémmerling 76 double seals.

HIGH THERMAL INSULATION VALUE
Even in its standard version, the
Kémmerling 76 double seal achieves
a U, value of up to 1.1 W/(m?K).

HIGH DIMENSIONAL STABILITY
Cleverly designed contact points keep the steel
reinforcement in the correct position.

WELL-THOUGTH-OUT CHAMBER DESIGN
The chamber design of the PVC-U profiles
enhances thermal and acoustic insulation as
well as the profile's stability, and allows it to
support even heavier glass panels.

RELIABLE FUNCTIONALITY

The hardware components are screwed
together across multiple profile walls.
Additional reinforcement provided by
special screw-fastening cams in the primary

load-bearing zones ensures a secure fastening.

WIDE RANGE OF GLAZING VARIANTS

Glass panes or fillers ranging from 16 to 52 mm-
and up to 58 mm for the 76223 sash—enable

a wide variety of glazing solutions to meet
different requirements.

FLEXIBLE, CLEAN INSTALLATION

Windows and doors from the Kémmerling 76
double seal series can be fixed with dowel

pins for steel, classic fixing brackets or with a
special dowel chamber for plastic. This means
that a range of mounting options are available
to suit the specific installation situation.

Kommerling®

0 PLENTY OF SCOPE FOR CREATIVITY

Give free rein to your imagination.
Numerous lamination options, the
Kémmerling AcrylColor colour
window profiles and different
aluminium cladding possibilities
offer many creative options.



TODAY FOR TOMORROW

VENTILATE PROPERLY -
COMPLETELY
AUTOMATIC

Kommerling 76 double seal REGEL-air®

Today's living spaces have the best possible insulation. This means that proper, regular
ventilation is more important than ever. This is because inadequate ventilation increa-
ses humidity and promotes mould growth, which is not only unpleasant, but also affects
your health and, ultimately, even the building fabric. However, if you constantly open
the windows, you will waste energy unnecessarily.

Balance is the magic word - the balance between sensible ventilation behaviour and mi-
nimal heat loss. With REGEL-air®, Kdmmerling presents a ventilation solution that combi-
nes all this in one component. It ensures a regulated supply of fresh air, thereby creating

a healthy, value-preserving indoor climate. And it does all this fully automatically, without
any manual ventilation.

AT A GLANCE

> Self-regulating, continuous air exchange

> Can help reduce high indoor humidity

> Easy to retrofit

> Invisible from indoors and outdoors when the window
is closed, because it is integrated into the outer frame
rebate

> Easy to clean

> Tested sound insulation up to 43 dB (STC 4)

> Tightness against driving rain and passage of air
as per DIN and EU standards

> Ventilation as per DIN 1946-6
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One ventilation solution,

many advantages

The operating principle of REGEL-air®: A two-stage wind pressure control
ensures a healthy climate even when the windows are closed. This creates

a feel-good atmosphere, without any intervention on your part. This is
particularly practical, even if you are on holiday or away from home for a long

time during the day, for example. In addition, these fans are easy to clean.

Another intelligent feature of REGEL-air® is the integrated return spring that

works without electricity. The ventilation solution can also be installed hori-

zontally above the window or vertically next to the window. Existing windows

can also be conveniently upgraded with REGEL-qir®.

Fan installation

Test values in dB*

Air passage in m¥%h

2 vertical at the side

REGUL-air® A B (o3 2 4 5 7 8
pairs pairs pairs pairs pairs

1 horizontal at the top,

1 vertical at the side 39 43 43 3 4 5 5 ¢

2 horizontal at the top,

1vertical at the side = 22 42 < . 2 @ 7

2 horizontal at the top, 38 42 42 4 5 5 7 8




TODAY FOR TOMORROW

Kommerling®

VENTILATION AS
IF BY MAGIC

Kommerling 76 double seal
ClimaTec Plus

ClimaTec Plus ensures good air, almost by itself. This self-regulating
window rebate ventilator provides a controlled supply of fresh air even
when the window is closed, completely without manual ventilation. For
all its efficiency, ClimaTec Plus is almost invisible when the windows are
open. This is because the fan is mounted in the upper area of the window
sash instead of the sash leg seal. In addition, ClimaTec Plus is available
in light grey or black to match the colour of the window seals. Depending
on the required air volume and sound insulation, up to three fans can be
installed.

Air flows via the window rebate, the space between window sash and outer
frame. To do this, the outer frame seal is partly replaced by replacement
seals. This allows the air to flow into the window rebate due to pressure
differences and further into the room interior via ClimaTec Plus. In addition,
the centre seal in the upper area is notched to the fan length. The integ-
rated flow control technology of the regulating flaps provides sensitive
airflow regulation, which limits the airflow in the event of high wind loads
and consequently prevents draughts.

> Self-regulating air supply control

> The fans are largely not visible
when the window is closed

: : : Variant 4 Variant 5 Variant 6 > For new windows or for retrofitting
ClimaTec Plus NMERERE \CLLTN \CICTE single double triple xisting window:
single double triple : : : existing ows
acoustic acoustic acoustic

> The air flow is regulated so
that there is no draught

Air m3/h

> Can be installed independently of
hardware, as mounted across the top

Air volume flows > Continuous air exchange can help

reduce high indoor humidity

> Tested sound insulation up to 45dB

> Low space requirement due to compact
design with precise flow control
technology

P Airborne sound insulation/test value in dB

(Window value without fan in dB)

4-16-4 (24 mm/34 d) T T " T
8-16-4 (28 mm/39 dB) . ® w3 s 8 386

> Tightness against driving rain as per DIN
EN 1027 and DIN EN 13141-1
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TODAY FOR TOMORROW
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GIVE FREE
REIN TO YOUR
IMAGINATION

Colours and surfaces

Windows and doors give your flat or house

its own identity. Shape, size, but above all
colour and material appearance ensure the
desired look, whether noble-minimalist or bold-
expressive.

All the better that Kémmerling offers a wide
range of shades and surfaces that enable many
design options. Whether for new building or
renovation of historic buildings, you will find the
visual solution that suits your project.

Would you like to get first impression?

ELEGANT WHITE

White is the classic par excellence,
but also delicate. Kémmerling 76
double seal window feature a time-
less design and a smooth surface.
The PVC-U profiles are weather-
resistant and easy to maintain.

This ensures that the surface stays
beautiful for along time and is easy
to clean.

-

LAMINATION IN PLAIN
COLOURS

Vibrant red, soft blue, or elegant
dark gray: Foil-coated surfaces offer
a wide range of options for custom
window design. You can choose from
solid colors in smooth or embossed
finishes, as well as metallic colors.
Some solid colors can be combined
with white versions. The laminated
surfaces are weather-resistant and
easy to clean.

Kommerling®

WOODGRAIN LAMINATION

Wood-grain finishes combine the look
of wood with the low-maintenance
properties of PVC-U profiles. A variety
of wood-grain finishes allow for a
custom design that complements the
building and your personal style. The
surfaces are easy to maintain and

do not require regular painting like
wooden surfaces do.
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THE CLEVER
COATING

proCoverlec

Combining aesthetics and function: proCoverTec is a surface
technology for the customization of PVC-U profiles. The lightly
textured surface provides a pleasant feel and a uniform, matt
appearance. At the same time, the coating helps protect the
profile’s surface and reduces the adhesion of dirt particles.

While the interior side can be finished in neutral white, a selection
of solid and metallic colours is available for the exterior. Depending
on the desired design, either a single-sided colour coating or an
all-around coating is possible. This allows for the implementation of
different colour schemes for windows and doors.

pro Tec

protected by colour

Kommerling®




Kommerling®

Two materials,
various possibilities

A PERFECT
MATCH: PVC-U
AND ALUMINIUM

PVC-U and aluminum combine different properties in a
single window system. PVC-U offers good thermal and
sound insulation properties as well as reliable functionality.
Aluminum stands out for its modern appearance, weather
resistance, and stability. A wide range of colours and
finishes are available for the aluminum cladding thanks

to finishing techniques such as anodizing and powder
coating.

Kémmerling 76 double seal combine the properties of
PVC-U and aluminum in various designs. With AluClip,
AluClip Plus, AluClip Pro, and AddOn, a range of solutions
is available to meet different design and functional
requirements.

The AluClip variant combines AluClip Plus offers a modern, With AluClip Pro, the aluminum AddOn enhances the window system
PVC-U profiles with an aluminum angular design and a freely functional shell takes over the with an optional privacy and sunsha-
cladding shell. It thus combines the combinable range of aluminium structural role normally performed de feature that is securely positioned
thermal insulation properties of the cladding. Even complex design by the steel reinforcement in the between the glass panes. This protects
PVC-U system with a modern requirements are taken into sash profile. This eliminates the need it from the elements and dirt while
aluminum look and a wide range account. for steel reinforcement in the sash. allowing for flexible control of light and
of colour and finish options. privacy. The additional layer of glass

can reduce heat loss and improve
sound insulation.
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A wide variety of products: House, balcony and
terrace doors, parallel sliding-tilting doors

High burglary protection up to resistance class
RC 2 (WK 2)

Steel reinforcement and welded corner connectors
for high stability

Maximum sash sizes:

Residential door single-sash 1200 x 2400 mm
Residential door floating mullion sash 1000 x
2400mm

Use of special functional glazing or commercially
available residential door panelling up to 52mm

High level of tightness thanks to double sealing
for thresholds

Protection against driving rain and wind

Thermal insulation with a U,-value of up
to 1.2 W/(m?3K)

Wide range of designs: PVC white, laminates in plain
and metallic colours, smooth or grained, laminates
in wood textures, AluClip and AluClip Plus aluminium
cladding, Kémmerling AcrylColor and proCoverTec
surface technology

Kommerling®
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Optimised use of materials within the profile construction

Use of recycled material and recycling of PVC from suitable old
windows

Thermal insulation: U, value down to 1.1 W/(m?K), depending
on the configuration

Kommerling®

WE ACT TODAY WITH
TOMORROW IN MIND

Focusing on what matters. That is what defines us. For us, this also means using
materials responsibly and continuously developing our products and processes.
When it comes to window and door systems, we therefore consider not only
function, design and quality, but also the use of materials and opportunities for
recycling.

In the production of our PVC-U profiles, we use recycled material alongside virgin
material. Production waste and suitable old windows can be processed, allowing
the recovered PVC to be reused in profile production. In this way, PVC can be used
again as a raw material within appropriate recycling processes.

For Kbmmerling 76 double seal, specific technical performance values for thermal
insulation are also available. We provide these transparently in the form of the
corresponding U-values for the system.
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#KommerlingForTomorrow

profine GmbH
Kémmerling

Zweibriicker StraBe 200

66954 Pirmasens

Tel. +49 (0) 6331560

E-mail: info@koemmerling.com

www.koemmerling.com

Specifications subject to modification without prior notice. Item No. 24 2113 0150 | 0826



