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Kömmerling 88 centre seal
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ALWAYS LOOKING 
TO THE FUTURE
Kömmerling – the visionary brand

Even in 1897, when Karl Kömmerling founded his company, high-quality and advanced 
technologies were the be-all and end-all. This is still true today – it's not without 
good reason that Kömmerling is one of the leading PVC-U window and door system 
manufacturers worldwide. 

Even in the early days, modern materials were considered to be a key success factor 
at Kömmerling. The company started with adhesives and synthetic rubber and then 
moved on to high-quality PVC-U and other innovative materials.

Kömmerling produced its first PVC-U roller shutters in 1957 and began manufacturing 
high-quality PVC-U window profiles ten years later. The rise of the Kömmerling brand in 
the years that followed was also characterised by an innovative spirit.

Today, foresight and development expertise play a more important role than ever in 
the company. One example of this is our Kömmerling 88 centre seal window and door 
system. It combines high quality and living comfort with good thermal insulation and 
durable system technology.
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BEAUTIFUL 
LIVING, 
MODERN 
LIFESTYLE
It all starts in your home

Everything is in flux. The world is becoming more  
and more digital, houses are getting smarter and  
the issues that we are addressing are increasingly  
complex. But what that we are all looking for in a 
home is very straightforward – security, protection  
and the all-round good feeling of being at home.

This is exactly why our engineers develop modern 
windows and doors – such as the Kömmerling 88 
centre seal system. It combines good thermal 
insulation with a pleasant indoor climate and 
future-oriented solutions with a wide range of 
design options.
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LARGE WINDOWS AND  
THE SECRET TO YOUR 
ROOM ATMOSPHEREE
Modern. Bright. Flooded with light.

Well-lit spaces put people in a good mood. This is because brightness has a 
positive effect on the mind and just makes you feel good. This is why rooms 
in which we feel especially good are typically characterised by particularly 
large glazed areas – which create a friendly and pleasant atmosphere.

	> Premium centre seal system

	> Windows and doors with a construction 
depth of 88 mm

	> High-insulation seven-chamber design 

	> Elegant design of straight lines

	> Wide range of glazing options up to 
60 mm thick

Large glazed areas place particular 
demands on structural stability and thermal 
insulation. A system design that combines 
generous glazing with stability and good 
thermal insulation is therefore essential.

Kömmerling 88 centre seal combines a 
stable construction with a wide range of 
glazing options. The window and door system 
offers good thermal insulation properties and 
allows for generous glazed areas, creating 
bright, light-filled rooms.
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BUILDING 
MEANS 
FOCUSING 
ON THE 
FUTURE
With windows and doors for 
modern requirements

Construction projects require decisions to constantly 
be made on the basis of current information – but 
always with a focus on the future. 
 
With Kömmerling 88 centre seal, you are choosing 
a window and door system that combines high 
technical requirements with a wide range of design 
options. The well-designed system construction 
provides a high-performance basis for modern 
building projects.

Whether thermal insulation, sound insulation and 
burglary resistance or a wide range of design options 
– Kömmerling 88 centre seal is ready for the future.

A particular advantage: the Kömmerling 88 centre seal is designed as 
a universal modular system. Simply put together your ideal windows to 
suit your individual preferences and budget. 

Your window specialist also benefits from the well-thought-out system: 
Proven fixing techniques enable clean and secure installation. This also 
includes suitable connections and profiles for internal and external 
window sills. We’ve thought of everything.
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FOR HIGH 
THERMAL 
INSULATION 
REQUIREMENTS
Suitable for passive houses in 
accordance with the ift guideline

There is a precise definition of what constitutes a passive house. 
One important criterion is low annual heating demand. Accordingly, high 
requirements are placed on the thermal insulation of windows and glazing, 
among other things.

That's no problem for Kömmerling 88 centre seal – this window and door 
system is already passive house compatible in the standard design. With 
passive house Dr. Feist its an even higher insulating variant available.

	> Passive house compatible 
according to ift guideline 
WA-15/2 already in standard

	> Thermal insulation values as 
standard: 
Uf value = 0.95 W/(m2K)  
Uw value up to 0.72 W/(m2K)

	> Wide range of glazing 
variants with thickness of 
up to 60 mm

	> For the use of triple glazing 
or special functional glazing

	> Classic PVC-U white or 
laminated in woodgrains, 
plain colours or metallic 
colours



12 13

ENERGY EFFICIENCY 
HITS THE GAS
One Decimal place can 
make a difference 
 
Thermal insulation not only places particular challenges on glazing, but also on PVC-U 
profiles. The Uf value indicates how much (or how little) heat is lost through a window 
profile. Accordingly, the smaller the Uf value, the better. 
 
Kömmerling 88 centre seal stands out with its Uf values at the passive house level. And 
what makes it special is that the values for large window and doors elements are also 
at this level! Even in the standard version without additional insulation, the Kömmerling 
88 centre seal is suitable for passive houses according to ift guideline WA-15/2. Further 
additional insulation is possible without having to forego steel and thus stability.

Uf value
Standard:

0.95
W/(m2K)

Uf value
with insulators:

0.88
W/(m2K)

STANDARD VERSION

Whether in PVC-U white or colour, these windows 
and doors already attain passive house suitability 
in the standard design according to ift guideline 
WA-15/2. The steel reinforcement is retained.

WITH ADDITIONAL INSULATORS

The additional insulators enable even higher  
thermal insulation values to be achieved.

Uf value
with insulators:

0.79
W/(m2K)

Kömmerling proStratoTec

THERMAL INSULATION TO 
DR. FEIST PASSIVE HOUSE 
STANDARD

Kömmerling’s proStratoTec technology replaces 
conventional steel reinforcement with glass-fibre- 
reinforced PVC-U. This provides high dimensional 
stability and rigidity for the profile.

Omitting the steel reinforcement in the sash offers 
several advantages: it reduces the weight of the sash 
while also contributing to improved thermal insulation.

 
 
 

	> PASSIVE HOUSE NOW  
AVAILABLE IN COLOUR 
Passive house certification in accordance 
with the Dr. Feist Passive House Institute

	> WEIGHT REDUCTION 
Glass-fibre-reinforced PVC-U performs 
the reinforcement function

	> THERMAL INSULATION VALUE  
Uf = 0.79 W/(m²K) 
Improved insulating value as no steel  
and additional insulators is used

	> WIDE RANGE OF GLAZING OPTIONS 
Glazing up to 60 mm thick possible
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MORE PEACE AND 
QUIET FOR YOUR 
HOME
Kömmerling 88 centre seal offers 
a high level of sound insulation 
 
Whether you live on a busy road or in the countryside, where the cockerel 
crows at the crack of dawn, noise and other disturbing sounds can affect 
living comfort. Kömmerling 88 centre seal offers a high level of sound 
insulation to help reduce these disturbances. 
 
The high level of sound insulation results from the interaction of several 
factors: the seven-chamber technology in the PVC-U profile, the use of 
suitable sound insulation glazing and professional installation. 

	> Possible application of sound-insulating panes up to 60 mm thick  
that satisfy the requirements

	> Sound insulation up to 47 dB possible

FOR EVERYONE THAT 
WANTS TO BE ON  
THE SAFE SIDE
Burglary protection with  
Kömmerling 88 centre seal

Burglary resistance plays an important role 
when planning windows. Kömmerling 88 
centre seal is designed so that the system 
can be equipped with burglar-resistant 
hardware. Depending on the configuration, 
different resistance classes are possible.

	> For windows up to resistance class 
RC 3 (MC 3)

	> Designed for burglar-resistant 
hardware
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AT A GLANCE

High Quality
Careful material selection and high-quality 
workmanship provide the basis for reliable, 
durable window solutions.

Improved designs
The slender profiles made of PVC-U of 
straight lines give the system a modern 
look. Individual variety is also ensured by 
the wide colour range in plain or metallic 
colours and with woodgrains and alumi-
nium cladding.

Improved flexibility
Kömmerling 88 centre seal is a flexible 
end-to-end system for windows and doors. 
Thanks to its modular system and efficient 
upgrade technologies, it can be adapted 
to your individual requirements without 
any problems.

Improved stability
Steel reinforcements provide a high level 
of stability for the window construction. 
In the AluClip Pro version, the aluminium 
functional profile assumes structural 
functions and can therefore help to reduce 
weight.

Improved easy care
The surfaces of the PVC-U profiles are 
weather-resistant on the outside and easy 
to clean.

Improved thermal 
insulation
Even in the standard version, Kömmerling 88  
centre seal offers thermal insulation at the 
passive house level. A major advantage 
is also the installation depth of 88 mm. 
We therefore particularly recommend 
using Kömmerling 88 centre seal for new 
buildings and architecturally sophisticated 
and energy-efficient buildings.

Improved handling ease
Innovative hardware solutions enable 
convenient operation of windows and 
doors. Concealed hardware can also be 
used if required, meeting high aesthetic 
standards.

88 mm installation depth
Ideal for new buildings and also for archi-
tecturally sophisticated and energy-ef-
ficient buildings.

Improved security
The windows and doors can be  
reinforced with security hardware and 
additional burglar-resistant measures 
without any problems.

Improved sound 
insulation
Combined with suitable sound insulation 
glazing, the Kömmerling 88 centre seal 
system provides effective sound insulation.

Improved ventilation
A sophisticated ventilation program ensu-
res is a cosy living climate.

Improved weather  
tightness
Three sealing levels and the sash rebate 
seal keep out draughts, dust and rain. They 
also contribute to good thermal insulation.
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IMPRESSIVE EVEN AT 
SECOND GLANCE
High-tech on the inside

You cannot tell from looking at a window what technologies are built into it. You have to take a 
closer look to see the details. Kömmerling 88 centre seal combines a well-designed multi-chamber 
construction, three sealing levels and a construction designed for high stability in a single system.

	> �RELIABLE FUNCTIONALITY 
Floor-to-ceiling window elements up to 
2.50 m high place high demands on functional 
reliability. Our appropriately dimensioned steel 
reinforcements provide the necessary stability.

	> �WELL-DESIGNED CHAMBER CONSTRUCTION  
The chambers in the PVC-U profiles were 
developed using modern calculation methods. 
The construction combines good thermal and 
sound insulation with high stability.

	> WIDE RANGE OF GLAZING VARIANTS 
The deep glazing rebate enables the use of 
triple glazing, special functional glazing and 
spandrel panels of up to 60 mm in thickness.

	> HIGH WEATHER TIGHTNESS 
Three sealing levels with a centrally positioned 
centre seal and sash rebate seal contribute 
to a high level of tightness and good sound 
insulation properties.

	> FLEXIBLE, CLEAN INSTALLATION 
Windows and doors can be installed using 
different fixing solutions. In addition to 
conventional installation using installation 
dowels through the steel reinforcement, 
special dowel adapters are available for 
fixing. This enables flexible and clean 
installation.

	> SAFE HARDWARE INSTALLATION 
The load-bearing hardware is screwed in place 
using multiple profile walls and additional 
thicknesses. Special screw union lobes in the 
main load zones are used to do this.

	� ADDITIONAL THERMAL 
INSULATION 
The standard version already 
achieves passive house level in 
accordance with ift guideline 
WA-15/2. The use of additional 
insulating elements can further 
improve thermal insulation 
while maintaining the structural 
stability of the window elements.
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NOT JUST 
WINDOWS, 
BUT ALSO 
DOORS
The end-to-end  
system Kömmerling 88 
centre seal

In addition to windows, Kömmerling 88 centre 
seal also offers doors. Or, to be more precise, it 
supplies residential doors, side entrance doors, 
balcony doors, terrace doors and parallel sliding-
tilting doors. In other words, everything comes 
from a single source – the look and technology 
are a perfect match.

As a design element, our residential doors leave 
plenty of room for your individual taste. Choose 
between a wide range of surfaces, colours,  
design and functional glazing, prefabricated 
panels and additions.

Kömmerling 88 centre seal entrance doors 
combine individual design options with functional 
features. Alongside appearance, security also 
plays an important role. Depending on the 
configuration, burglar-resistant solutions are 
possible.
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A GOOD CHOICE –  
FOR MANY REASONS
Kömmerling 88 centre seal residential door

An entrance door shapes the first impression of a home. Kömmerling 88 centre seal 
combines modern design with well-designed system technology. High thermal insulation, 
good tightness and a stable construction are combined with a wide range of design 
options. Good reasons to choose an entrance door that impresses both visually and 
technically.

	> ATTRACTIVE LOOK 
The Kömmerling 88 centre seal entrance door 
system features a clean, flush-offset design 
with balanced profile proportions.

	> WELL-DESIGNED MULTI-CHAMBER 
CONSTRUCTION 
The profile geometry was developed using 
modern calculation methods. The multi-
chamber construction combines good 
thermal and sound insulation properties with 
high profile stability.

	> RELIABLE FUNCTIONALITY 
Appropriately dimensioned steel 
reinforcements and welded connectors 
provide a stable construction and a high 
level of functional reliability.

	> HIGH WEATHER TIGHTNESS 
The double sealing of the entrance door 
threshold contributes to a high level of 
tightness. The threshold features a thermal 
break and a barrier-free design.

	> WIDE RANGE OF GLAZING VARIANTS 
The deep glazing rebate enables the use of 
triple glazing, special functional glazing and 
residential door panelling of up to 58 mm in 
thickness.

	> �FOR DEMANDING INSTALLATION 
SITUATIONS 
An aluminium weather bar and a rebate pad 
set offer additional protection against driving 
rain.

	> �PROFESSIONAL CONNECTION 
The threshold connector ensures an accurate 
fit and sealing for the residential door 
threshold.

	� FLEXIBILITY 
Irrespective of whether it is 
inward or outward opening, the 
residential door system is also 
available with the option of 
aluminium cladding.
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AS INDIVIDUAL 
AS YOUR TASTE
Shapes. Colours. Laminates. 
 
Colours, shapes and textures – these variables make the design options 
of Kömmerling 88 centre seal so diverse. Whether modern or classic, 
understated or expressive, choose from a variety of surfaces and colours 
to suit the character of your home. Woodgrain finishes as well as solid and 
metallic colours are available. Foiling is possible on the outside only, with a 
neutral white interior, or on both sides.

PVC-U AND 
ALUMINIUM: 
A STRONG 
COMBINATION
Imagine having a material as elegant as aluminium – but with the high thermal 
and sound insulation of PVC-U – wouldn't it be perfect? Kömmerling 88 centre 
seal combines the advantages of these two materials. And in four different 
versions. Our pioneering material combinations are called AluClip, AluClip 
Plus, AluClip Pro and AddOn.

LAMINATED IN 
WOODGRAIN

LAMINATED IN  
METALLIC DESIGN

CLASSIC  
PVC-U WHITE

LAMINATED IN 
PLAIN COLOURS

AddOn

AddOn extends the window 
system with an additional 
pane of glass. This can help 
to improve thermal and 
sound insulation properties 
and allows privacy and 
solar shading to be 
integrated between the 
panes of glass.

AluClip

The AluClip version 
combines the good thermal 
insulation properties of 
the PVC-U system with a 
high-quality aluminium 
appearance and a wide 
range of colour options.

AluClip Plus

AluClip Plus offers a 
modern, angular look and 
a freely combinable range 
of aluminium cladding. 
Even complex construc-
tion requirements are not 
neglected.

AluClip Pro 

With AluClip Pro, the 
aluminium functional 
profile assumes structural 
functions. This means that 
steel reinforcement in 
the sash can be omitted. 
At the same time, the 
construction contributes 
to good thermal insulation.
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FOR A PLEASANT 
INDOOR CLIMATE 
AND CONSIDERED 
USE OF MATERIALS
Kömmerling 88 centre seal – for new 
builds and renovation projects

Those building or renovating today are also thinking about tomorrow. 
Kömmerling 88 centre seal combines high quality and modern system 
technology with very good thermal insulation properties. The 88 mm installation 
depth and multi-chamber construction provide the technical basis for this.

The good thermal insulation properties of Kömmerling 88 centre seal contribute 
to a pleasant indoor climate and can help to reduce heating energy demand. 
At the same time, a wide range of design options, sound insulation and options 
for burglary resistance provide the right conditions for a high level of living 
comfort – exactly what makes a beautiful home.

At Kömmerling, the responsible use of materials 
begins as early as the product development stage. 
Modern computer and simulation technologies are 
used in the design of Kömmerling 88 centre seal. 
They enable the profile geometry to be tailored 
to the technical requirements and materials to be 
used in a targeted manner.

The recycling of end-of-life PVC-U windows is also 
part of the material cycle: old windows can be 
professionally processed, allowing the recovered 
PVC-U to be reused in the production of window 
profiles.

	> Thermal insulation at the passive house level in 
the standard design

	> Use of materials tailored to the technical 
requirements.

	> Processing of old windows and reuse of 
recycled PVC-U in profile production.
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