
DESIGN MEETS THERMAL INSULATION

Kömmerling K-Vision 
double seal system



Kömmerling K-Vision combines system technology from K-Vision and Kömmerling 76 in a double seal 
system for the Dutch window market. The system combines good thermal insulation with a design 
typical of the market and a wide range of design options. 
 
Kömmerling K-Vision combines the appearance typical of the Dutch market, with a 15° overlap angle 
in the frame, with good Uf values of 1.4 W/(m²K) as standard and down to 1.0 W/(m²K) with thermal steel 
reinforcement. Design variants such as the cubic K-Vision Cube or the timber window look offer a wide 
range of design options.

	> 	Good thermal insulation thanks to 5-chamber technology: 
Uf value from 1.4 to 1.0 W/(m²K)

	> Construction depth 120 mm (frame) or 76 mm (sash)

	> Glazing from 16-48 mm possible

	> K-Vision Cube: Characteristic design with high stability

	> Alternative exterior appearance: Wooden window look

	> Historic sliding sash design: City window

	> proCoverTec: Innovative surface technology 
 

WELL-THOUGHT-OUT 
COMBINATION

The design of Kömmerling K-Vision 
allows the use of modern triple 
glazing or special functional glazing 
up to 48 mm thick, combining this 
with good thermal insulation 
properties. The proCoverTec surface 
technology offers additional 
options for window design.

TWO CONSTRUCTION DEPTHS. 
ONE SYSTEM.
Kömmerling K-Vision double seal system
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