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TWO 
MATERIALS. 
ONE VISION. 
Kömmerling WarmCore 76 – 
the innovative hybrid system 
combining PVC-U  
and aluminium

Two materials, one well-designed system: Kömmerling 
WarmCore 76 combines a thermally insulating PVC-U core 
with a sturdy aluminium cladding on both the inside and 
outside. The result is a hybrid system for windows, balcony 
doors and front doors that combines modern design with 
reliable technology and good thermal insulation.

The combination of PVC-U and aluminium opens up a 
wide range of possibilities for sophisticated architecture. 
The PVC-U core enhances thermal insulation, whilst the 
aluminium cladding ensures stability, weather resistance and 
a high-quality finish. A variety of colours and finishes offer 
additional design flexibility – creating a harmonious  
appearance throughout the building.

A thermally insulating PVC-U 
core is combined with a sturdy 
aluminium cladding on both the 
inside and outside. The result: 
a modern look, good thermal 
insulation and versatile design 
options, all within a single, 
integrated system.
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The PVC-U core enhances  
thermal insulation, whilst the  
aluminium cladding ensures stability,  
weather resistance and a wide range of  
design options.

RESOURCES  
USE THEM WISELY
Recycled materials in system construction

With Kömmerling WarmCore 76, the use of recycled material is an integral part of the 
system’s design. Depending on the profile, different proportions of recycled material are 
used in the PVC-U core. A high proportion of recycled material is also used in the aluminium 
cladding.

The recycled content is 68.3 per cent in the frame core and 82.1 per cent in the sash core.  
For the aluminium cladding, the recycled content is up to 90 per cent. In this way,  
existing materials are reused, thereby conserving primary raw materials.

68,3%

RECYCLED MATERIAL CONTENT

Frame core

82,1%

RECYCLED MATERIAL CONTENT

Sash core

up to

90%

RECYCLED MATERIAL CONTENT

Aluminium cladding
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THERMAL INSULATION 
THROUGH  
WELL-DESIGNED  
SYSTEM STRUCTURE
Hybrid technology with a centre seal

The strong bond between the aluminium cladding and the thermally insulating PVC-U core 
combines stability with good energy efficiency. The multi-chamber system design and 
the centre seal ensure reliable thermal insulation and help to create a comfortable indoor 
climate.

The force-fit connection between PVC-U and aluminium means that no additional steel 
reinforcement is required. This creates space for thermally insulating core fillings.  
Kömmerling WarmCore 76 thus achieves a Uf value of up to 1.0 W/(m²K).

Uf value
Default:

1,2*

W/(m2K)

Kömmerling WarmCore 76 In 
offset

Uf value
as the top-of-the 

range version with an 
insulating core up to:

1,0*
W/(m2K)

The good thermal insulation provided by Kömmerling 
WarmCore 76 can reduce heat loss through windows, 
thereby contributing to an energy-efficient building 
envelope. At the same time, it helps to maintain a 
comfortable indoor climate – whatever the season.

A DECISION FOR 
TODAY AND  
FOR TOMORROW
Thermal insulation for 
greater comfort in the home

*tested in accordance with DIN EN ISO 10077
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Kömmerling WarmCore 76 offers a 
comprehensive system solution for windows, 
balcony and residential doors.  
The combination of a thermally insulating 
PVC-U core and an aluminium finish on both 
the inside and outside creates a uniform 
look and ensures a harmonious appearance 
throughout the building.

WarmCore 76 also offers a wide range of design 
options. A variety of colours and finishes, as 
well as functional and decorative glazing and 
customised front door panels, provide scope for 
personalised design. Depending on the version, 
different security requirements can also be 
accommodated. In this way, design, function 
and living comfort are combined in  
a harmoniously integrated system.

THE FULL RANGE  
OF WARMCORE 76 FOR A  

HARMONIOUS  
OVERALL LOOK
Kömmerling balcony  
and residential door

VERSATILE
WarmCore 76 combines a PVC-U core with 
an aluminium cladding on both the inside 
and outside. This creates a consistent look 
for windows, balcony doors and front doors 
within a coordinated system.

TECHNICAL
The hybrid system is based on a profile 
depth of 76 mm and a 5-chamber design 
within the profiles. WarmCore 76 is desig-
ned as a centre-seal system.

WEATHER-RESISTANT
The aluminium cladding is weather- 
resistant and easy to maintain. This 
makes WarmCore 76 suitable for 
long-term outdoor use and ensures 
minimal maintenance.

MAXIMUM ELEMENT SIZES
Single-sash balcony doors can be manufactu-
red up to a maximum size of 1.10 m × 2.50 m, and 
residential doors up to a maximum of 1.10 m × 
2.30 m.

RECYCLED MATERIAL
Depending on the profile, different 
proportions of recycled material are used 
in the PVC-U core. In the frame core, the 
proportion is 68.3 per cent; in the sash 
core, it is 82.1 per cent. For the aluminium 
cladding, the proportion of recycled 
material is up to 90 per cent.

RELIABLE
The dimensionally stable profile 
construction ensures that window and door 
units function reliably and contributes to 
smooth, comfortable operation.

SOUND-PROOFED
When used in conjunction with suitable 
sound-insulating glazing and carefully 
selected sealing technology, WarmCore 76 
can enhance sound insulation and help to 
create a quiet living environment.

WELL-THOUGHT-OUT
The Kömmerling WarmCore 76 hybrid system 
is well thought-out in every respect and can 
therefore be easily upgraded and expanded. 
Suitable upgrades include, for example, roller 
shutters, external blinds or pleated blinds, 
which provide privacy, or fall protection for 
balcony doors.

THERMAL INSULATION
In its top-of-the-range version with an insulating 
core, WarmCore 76 achieves a Uf  value of up 
to 1.0 W/(m²K). Its good thermal insulation can 
reduce heat loss through the window and help to 
create a comfortable indoor climate.

SAFE
Kömmerling WarmCore 76 offers a high 
level of security. Burglary protection up 
to resistance class RC 2 (WK 2) comes as 
standard and can be further enhanced 
with special fittings.

OPTICAL
The countless colour options available for 
the aluminium surface (both inside and out) 
open up a wide range of possibilities for 
customisation. The surface texture and feel 
are also varied, ranging from a smooth matt 
finish to a fine-textured gloss finish and a 
coarse texture. Furthermore, Kömmerling 
WarmCore 76 can be installed either with an 
offset surface or flush with the surface.

FLEXIBLE GLAZING
WarmCore 76 offers a glazing range from 
24 to 50 mm. Depending on the version, 
double or triple glazing, functional glass or 
front door panels can be fitted.
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A LOOK THAT  
OFFERS PLENTY  
OF CREATIVE 
FLEXIBILITY
Colours, textures and  
finishes of your choice 
 
Windows and doors define the character of a building  
and add design highlights. Kömmerling WarmCore 76  
with its aluminium finish on both the inside and outside  
offers a wide range of options for personalised design.  
A variety of colours, textures and finishes provide plenty  
of scope – to complement the architecture,  
the façade and your personal style. 

A WIDE RANGE 
OF COLOURS 
AND FINISHES
Choose from a wide range 
of RAL colours and various 
finishes. Wood-effect finishes, 
as well as textured and metallic-
look variants, offer additional 
design flexibility. The interior 
and exterior can be designed 
differently and tailored 
specifically to the architecture, 
façade and interior.

The aluminium finish on both the inside and outside 
gives Kömmerling WarmCore 76 a high-quality, uniform 
appearance. A range of colours and finishes allows for 
customisation – with the exterior matching the façade 
and the interior tailored to the room’s design. In this way, 
windows and doors become a harmonious part of the 
architecture and interior design.
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